LANCCM

SFP28 DAC kabel 3M
25 Gb/s. CISCO kompatibel

Anvendelse
Anvendes primeert til stacking af switche

Varenr.: 227880
EANnr.: 5706683023927

Specifikation

Standard: SFP28 DAC
Hastighed: 25 Gbps
Monteres i: Standard switch
Kompatibel med: CISCO
Medie: Kobber

Leaengde: 3m

Fabrikant: ETU-LINK

Pakning: 1 stk
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Recommended Operation Condition

Operating Case Temperature Topc 0 70 degC
Storage Temperature Tst -40 125 degC
Relative Humidity (non-condensation) RS - 85 %
Supply Voltage VCC3 3.135 3.465 \Y
Voltage on LVTTL Input Vit -0.3 Vee3+0.2 Y
Power Supply Current ICC3 0.001 - mA
Total Power Consumption Pd - 0.003 W

Time Domain

Intra-Skew*
1™
1.5M~2M
2.5M~3M

20ps Max
25ps Max
30ps Max

Differential Impedance

(SDD21) for 3M

2 100 +/- 10 Ohm
Rise time: 14ps (20%~80%)
a) 0.6GHz : -2.86 dB Max
b) 1.25GHz : -4.24 dB Max
3 Insertion Loss*

c) 2.50GHz : -6.02 dB Max
d) 3.25GHz : -6.99 dB Max
e) 5.0GHz : -9.5 dB Max
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Typical Operation Characteristics
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Temperature test data (26AWG 3M)
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Mechanical Dimensions

Cable Diameter (26 AWG) - 0.220 - Inches
Bend Radius (26 AWG) 1.102 - - Inches
Cable Diameter (30 AWG) - 0.181 - Inches
Bend Radius (30 AWG) 0.905 - - Inches
Within Pair Skew - - 60 ps/5m
Cable Insertion Loss - 24.06 28.90 dB/5m
Bulk Cable Time Delay - - 52 ns/m
Bulk Cable Impedance 95 100 105 Ohms
Insertion Force - - 20 N
Withdrawal Force - - 12.5 N
Retention Force 90 - - N
Durability 50 cycles - - -
LENGTH (SEE TABLE 1)
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