LAN-OPTIC

Fiberkabel 12x9/125 PE kappe udendeors
armeret DSP-1

Anvendelse
Anvendes i datainstallationer ved lange streekninger, hvor der gnskes stor
béndbredde samt telekabling over lange afstande.

Varenr.: 232611

Specifikation

Konstruktion: Loose tube

Antal fiber: 12

Fiberstgrrele: 9 my IOR
1310nm: 1,467 IOR
1550nm: 1,468 IOR
1625nm: 1,468

Kappe: PE

Gnaverbeskyttelse: Stal og kevlar

Traekstyrke: 2500 N

Sandard: OS2

Opleegning: Tromle 2000 m




LAN

Fiberkabel 12x9/125 PE kappe udenders armeret DSP-1

Cable Description
01. Fibre Optics Outdoor
02. Central Tube (Jelly filled)
03. Strength Members

04. Metallic Armour

05. Ripcord

06. Outer Jacket

Applications

Rodent protection
Excellent rodent resistance

Options
Strength Members = Aramid Yarns (KSP-1 Type)
Special colour code (TIA 598)

Advantages
Compact / Tough / Resistant / Reduced diameter / Watertight / Excellent resistance to
friction / Suitable for “blown air” system / Excellent resistance to rodents.

MOISTURE WATERTIGHT Low ULTRAVIOLET RODENT HALOGEN
PROTECTED FRICTION RESISTANCE PROTECTION FREE

Fibres 2/4/6/8/12/16/24
@ Central Tube (mm) 45%02
Strength Members Reinforced Fiberglass Yarns WB (Waterblocking)
Armour Corrugated Steel Armour
Outer jacket Polyethylene
Colour Black

Weight (Kg/Km) 88

Outer & (mm) 9.6%°3

Tensile Load Perm / Inst (N) 1500 /2700
Crush (N) 2000
Temperature Range -40° C to +70°C
Min. Bending Radius 20 x Outer @
Maximum Length 2000 m
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